ENGINEERING ACADR14 STDLAY FORM G.V.
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NOTE: TYPICAL MOUNTING CONFIGURATION (OTHERS MAY BE POSSIBLE)
ELECTRICAL CONNECTIONS HIDDEN FOR CLARITY

'— 1" BORDER ON ALL SIDES

PROJECT NO.

SHEET

e N v
” " 4 A 4 NOTES:
/ 1/4” 1.SPACING BETWEEN THE PRIMARY LEGEND AND THE
BLOCK NUMBER AREA SHALL BE 1/2 THE WIDTH OF
, THE TYPICAL UPPER CASE LETTER(S) USED IN THE
i . I:F 4* PRIMARY LEGEND
ﬂ.
18" 47 ! > - 2.FOR STREET NAME SIGN: COLOR — WHITE LETTERS
Y . 1 ON BLUE BACKGROUND WITH WHITE BORDER.
al 2@@@ 3 # 3.REFLECTIMITY— TYPE VIl SHEETING
CITY SPECIFICATIONS
/ 4" 4 47 4.SINGLE NAME SIGNS SHALL HAVE A MINIMUM VISIBLE
* $ ) HEIGHT OF 18”. DOUBLE NAME SIGNS SHALL HAVE A
! Y A MINIMUM VISIBLE HEIGHT OF 26.5". THE SIGN ASSEMBLY

17 MIN—s—

LENGTH NECESSARY FOR SERIES "D” COPY: SEE

+

8" & 6 3/4”

— et
LETTERS FOR STREET NAME NOTE

SPACE FOR 5
CORRECTLY
SPACED

—
SERIES “C”

DIGITS

JUNCTION

SHALL BE MANUFACTURED TO ACCOMMODATE THESE
VISIBLE AREAS.

BOX COVER

MINIMUM LENGTH 30" (IN 6" INCREMENTS) UP TO 120" MAXIMUM LENGTH

4" LETTERS FOR SUPPLEMENTARY LETTERS NO. 1

- 1" MIN.

BACKBRACE

LAYOUT FOR 18" OVERHEAD STREET NAME SIGN

N.T.S.

>k — VISIBLE AREA ONLY. DOES NOT INCLUDE SIGN ASSEMBLY.

PELCO U—BOLTS
(ANY 5/16—18 UNC

OR APPROVED EQUAL

PELCO U—BOLTS
(ANY 5/16—18 UNC
BOLTS MAY BE USED)
OR APPROVED EQUAL

ELECTRICAL TERMINATION
(WIRING NOT SHOWN)
OR APPROVED EQUAL

PELCO ASTRO—BRAC
AS—3009 CABLE MOUNT
OR APPROVED EQUAL

BOLTS MAY BE USED)

MAST ARM

N
I
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PHOTOCELL

QUICK

DISCONNECT/
PHOTOCELL

(LOCATED INSIDE
JUNCTION BOX)
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